STANDARD CENTRIFUGAL PUMP

Model: HST

Application limits

3 Manometric suction lift up to 8m
% Liquid temperature between -10°C and +120°C
3 Ambient temperature between -10°C and +40°C

% Max.pressure in pump body 16bar (PN16)
% Continuous service S1
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HST(m)32-125/7
HST(m)32-125/11
HST(m)32-160/15
HST(m)32-160/22
HST(m)32-160/30
HST(m)32-200/30
HST32-200/40
HST32-250/55
HST32-250/75
HST32-250/92
HST32-250/110
HST32-250/150
HST32-250/55D
HST32-250/75D
HST(m)40-125/11
HST(m)40-125/15
HST(m)40-125/22
HST(m)40-160/30
HST40-160/40
HST40-200/55
HST40-200/75
HST40-250/92

Application

For clean non-aggressive liquids without abrasives. Water supply,

cleaning sets, pressure boosting, firefighting sets, irrigation,

industrial applications, water circulation in, agricultural applications.

Optionals available on request

3 Special mechanical seal
3 Other voltages of 60Hz frequency
3% Protection IP55, or IP 54
% Single-phase motor (HSTm) up to 3,0 kW

3% Higher or lower liquid or ambient temperatures

Model description

% For example: HST(m) 32-160/22
3% HST: model name

% (m): single phase motor

3% 32: outlet diameter/mm

3 160: impeller code/mm

3% 22: 22/10=2.2kW motor
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32-250/55D, 32-250/75D: double impeller
SS304 impeller for 32-125, 32-160, 32-200, 32-250D, Cast iron impeller for others
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PERFORMANCE CHART AT n=2900RPM
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PERFORMANCE CHART AT n=2900RPM
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DIMENSIONS AND WEIGHT
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MODEL
HST32-125/7 24
HST32-125/11 80 435 255 114 141 202 140 190 25
HST32-160/15 435 34
HST32-160/22 83 295 133 162 245 190 245 39
HST32-160/30 470 50
HST32-200/30 52
HST32-200/40 50 32 82 490 | 342 161 181 265 190 240 53
HST32-250/55 66
HST32-250/75 73
HST32-250/92 88 590 405 186 219 333 | 250 | 328 80
HST32-250/110 | | | | | | 95
HST32-250/150 94 712 415 186 229 | 327 | 250 | 327 125
HST32-250/55D-75D | 160 = 610 | 362 162 200 | 330 | 216 | 280 73/180
HST40-125/11 27
HST40-125/15 82 440 | 260 116 144 220 160 212 29
HST40-125/22 34
HST40-160/30 65 40 48
HST40-160/40 80 490 | 305 135 170 250 190 241 50
HST40-200/55-75 102 | 560 | 345 | 162 | 193 | 282 | 214 | 267 | 66/73
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